
NPI-12 シリーズ
ステンレス製
媒体隔離型圧力センサー

応用分野

• 低コスト媒体隔離型

• 0.20 mV/V/psi sensitivity

• 動作温度範囲　10°C to 40°C

• 駆動電圧5 VDC

• 4ピン接続

• ソリッドステートの信頼性

特徴

• 水位観測

• 自動車システム

• プロセス監視

• 空気圧制御

• 油圧システム
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NPI-12 シリーズ図面

NPI-12 シリーズ仕様
概要
NPI-12シリーズのソリッドステート、
媒体分離型圧力センサは、チューブの詰まりや
ポンプの性能を検出するアプリケーションに、
費用対効果の高いソリューションを提供するように
設計されています。

NPI-12シリーズは、フレキシブルチューブで
取り付けて、チューブの膨張を感知することを
目的としています。
NPI-12シリーズはステンレススチール仕上げで
清潔さを保証します。

NPI-12シリーズは、最新のIsoSensor技術を
搭載しており、OEMユーザーに最高の価格と性能を
提供します。優れた感度、直線性、および
ヒステリシスを提供しながら、敵対的な環境で
動作するように設計されています。
 ピエゾ抵抗センサチップは、
流体が充填されたキャビティ内に収容され、
ステンレス鋼のダイヤフラムおよびボディによって
測定媒体から隔離されます。
すべてのNovaSensorシリコンセンサーと同様に、
NPI-12シリーズは出力安定性に優れた
SenStable®処理技術を採用しています。

NPI-12シリーズは、優れた性能を備えた多くの機能を備えています。
圧力感度は0.20±0.01 mV / V / psiで校正されています。
リニアリティ、圧力ヒステリシス、再現性、温度の複合誤差は、±4％FSO未満です。
最大過圧は50 psi（3.44 bar）です。デバイスに電力を供給するには、5ボルトの励起が必要です。
NPI-12シリーズの動作温度範囲は10°C～40°C ですが、保管温度は-40°C～70°C です。
電気的接続は、0.100インチ（2.54 mm）の標準0.025インチ（0.64 mm）4ピンコネクタで行います。

NPI-12 シリーズ等価回路図

パラメーター 値 単位 追記
一般
圧力範囲 15 psig
過負荷耐圧 50 psig
環境仕様
温度範囲
    動作温度 10°C to 40°C
    保存温度 -40°C to 70°C
機械的仕様
重量 0.01  lb (5 g)  
適応媒体 SUS316L 
ダイアグラムドーム 0.000 to 0.008 in 1 

(0.000 mm to 0.20 mm)
電気的仕様
駆動電圧 5.0  volts

パラメーター 単位 最小 通常 最大  追記
パフォーマンスパラメーター
ゼロ点出力 ±%FSO ̶ ̶ 5
感度 mV/V/psi  0.19  0.20 0.21
直線性、ヒステリシス
温度誤差 ±%FSO ̶ ̶ 4.0  3
応答速度 (10% to 90%) ms  ̶ 1.0  ̶ 4

1. Maximum change in diaphragm height relative to the edge of the sensor.
2. Supply current = 5 VDC and ambient temperature = 77°F (25°C), unless otherwise
noted.

3. Best fit straight line.
4. For a zero-to-full scale pressure step change.
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NPI-12 シリーズ仕様
保証
NovaSensor warrants its products against defects in material and
workmanship for 12 months from the date of shipment . Products 
not subjected to misuse will be repaired or replaced. NovaSensor 
reserves the right to make changes without further notice to any 
products herein. NovaSensor makes no warranty, representation or 
guarantee regarding the suitability of its products for any particular 
application, nor does NovaSensor assume any liability arising out 
of the application or use of any product or circuit and specifically 
disclaims and all liability without limitation consequential or 
incidental damages. The foregoing warranties are exclusive and in 
lieu of all other warranties, whether written, oral, implied or statutory. 
No Implied statutory warranty of merchantability or fitness for 
particular purpose shall apply.

注文情報
Part Number Description
NPI-12-101GH 15 psi (1.03 bar)
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