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High pressure switch

L1 L2
Body 

Material
Number CircuitryO"Ring

Pressure 
Range ToleranceConnection (X3)

Model

Body

Contact

Max Currency

Life Endurance

Electrical Life Endurance

Applicable Rule

Max Working Pressure

Zinc-plated Steel/Stainless Steel

Silver cadmium alloy, can be gold plated

Normal 

42V

4A

Pollution Situation 

Burst Perssure

Weight

610
510

450bar

~85gr

600bar

Conversion:1kgf/cm²=14.2psi  1bar=14.5psi 

Dimension in:mm

www.lefoo.com

Piston type pressure switch with M3 screw terminal and 

600bar of maximum safety pressure
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High pressure switch 

L1 L2
Body 

Material
Number CircuitryO"Ring

Pressure 
Range ToleranceConnection (X3)

Model

Body

Contact

Max Currency

Life Endurance

Electrical Life Endurance

Applicable Rule

Max Working Pressure

Zinc-plated Steel/Stainless Steel

Silver cadmium alloy, can be gold plated

Normal 

42V

4A

Pollution Situation 

Burst Perssure

Weight

With Cover

610
510

450bar

~85gr

600bar

With Cover

Conversion:1kgf/cm²=14.2psi  1bar=14.5psi 

Dimension in:mm

Piston type pressure switch with DIN72585 A1-

2.1 aerial connection and 600bar of maximum 

safety pressure

LF702 Order Ref NO
LF702 -2 1 1 1 1 1 1 1

NPT1/8

UNF7/16

NPT1/4

Specification

LF702

Max Voltage

Working Temperature Range

IP Level

-40℃~+100℃ （baesd on different diaphragm）

IP67

EN 60730-1

LF702A Order Ref NO

LF702A -2 1 1 1 1 1 1 1

NPT1/8

UNF7/16

NPT1/4

Specification

LF702A

Max Voltage

Working Temperature Range

IP Level

-40℃~+100℃ （baesd on different diaphragm）

IP00(without cover)

IP54(rubber cover)

IP67(potting resin cover)

EN60730-1
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